Earth leakage relays :hager
J

Technical characteristics: * Max. cable lenght to torroids:

* Voltage range : 230V +/- 20%
¢ Network voltage: 50 to 700 V

25m non-twisted cable 0.5 to
1.5mm2

® Frequency: 50/ 60 Hz
* Working temperature:

50m twisted cable
e Standards: IEC 60755, IEC

-10 to +55°C 947-2 annex B, IEC 61543, IEC
e Storage temperature: 61008-1
-25to +70°C
Designation Characteristics Power Positive Cat.
absorbed safety ref.
contact
Earth leakage relays fixed:0.03A 3VA HR500
non adjustable instantaneous tripping
fixed:0.3A 3VA HR502
instantaneous tripping
Earth leakage relays adjustable: 5VA 1C/O HR510
adjustable 0.03-0.1-0.3-0.5-1-3-10A
adjustable delay:
0-0.1-0.3-0.4-0.5-1-3s
adjustable: 5VA 1C/O HR520
0.03-0.1-0 3-0.5-1-3-10A
adjustable delay:
0-0.1-0.3-0.4-0.5s-1-3 s
50% pre alarm output
bargraph
adjustable: 5VA 1C/O HR522
0.03-0.1-0 3-0.5-1-3-10A
adjustable delay:
0-0.1-0.2-0.25-0.3-0.4-0.5 s
50% pre alarm output
bargraph
adjustable: 5VA 1C/O HR523
0.5-1-3-5-10-20-30A
adjustable delay:
0-0.1-0.2-0.25-0.3-0.4-0.5 s
50% pre alarm output
bargraph
Earth leakage relays adjustable: 6VA 1C/O HR525
adjustable LCD type 0.03-0.1-0.3-0.5-1-3-5-10-30A
adjustable delay:
0-0.1-0.3-0.4-0.5-1-3-5-10 s
1 channel
adjustable: 6VA 1C/O HR534
0.03-0.1-0.3-0.5-1-3-10-30A
adjustable delay:
0-0.1-0.3-0.4-0.5-1-3 s
4 channel
Earth leakage relays adjustable:
with integrated 0.03-0.1-0.3-0.5-1-3A
torroids adjustable delay:
0-0.1-03-04-05-075-1s
with integrated torroid @ 25mm 5VA HR440
with integrated torroid @ 35mm 5VA HR441
HR440
/
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Torroidal transformers :hager
J

Technical characteristics: * Storage temperarture:
e Frequency: 50 / 60 Hz -25to +70°C
¢ Working temperarture: ¢ |P rating: IP 41
-10 to +55°C
Designation Characteristics Cat.
ref.
Re== Circular torroids Internal @30 mm HR700
I
Internal @35 mm HR741
o — 4 Internal @70 mm HR742
—
HR742
Internal @105 mm HR743
Internal @140 mm HR744
Internal @210 mm HR745
. Open rectangular torroids 20 x 30 mm HR820
e penesiene
50 x 80 mm HR821
80 x 80 mm HR822

H 80 x 120 mm HR823
i ] 80 x 160 mm HR824

HR820
. . . . Rectangular torroids 75 x 175 mm HR830
: ' 115 x 305 mm HR831
L—J 150 x 350 mm HR832
HR831
/
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